
Connectorized PLC Splitters
Connectorized splitters are designed for quick and efficient broadband installations in central offices, fiber 
distribution hubs, and multi-dwelling units (MDUs). These splitters feature pre-terminated connectors, 
which reduce installation time and labor costs, supporting modular network setups that scale with 
demand.

Key Benefits include:
	 • Plug-and-Play Integration: Pre-terminated connectors simplify installations and maintenance, 		
	    enabling fast replacements and reconfigurations.
	 • Compact Design: Supports high-density networks, optimizing space in distribution panels and 		
	    enclosures.
	 • Consistent Performance: Factory-terminated connectors ensure precise performance and 		
	    minimize signal loss.

Connectorized splitters provide a seamless solution for scalable and high-performance network 
deployments.

Features
• PLC Splitters: 1x2, 1x4, 1x8, 1x16, 1x32, and 1x64
• Connector: SC/APC, SC/UPC, LC/APC, or LC/UPC
• Jacket OD: 900um, 2mm, or 3mm
• Indoor
• Telcordia GR-1209/1221 Compliant
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1 2 SA: SC/APC SA: SC/APC 03: .3M (1FT) 03: .3M (1FT) 900: 900UM
4 SC:SC/UPC SC: SC/UPC 05: .5M (1.64FT) 05: .5M (1.64FT)
8 LA: LC/APC LA: LC/APC 01: 1M (3.28FT) 01: 1M (3.28FT)
16 LC: LC/UPC LC: LC/UPC 15: 1.5M (5FT) 15: 1.5M (5FT)
32 X: Bare 250UM 02: 2M (6.56FT) 02: 2M (6.56FT)
64 Y: Bare 900UM
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